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_ . Easy Sequenco P“hofography

with ¢ RAPIDE-SLIDE™ System

The Yashica RAPIDE uses
standard cartridge (casette)
35mm Black & White or
color film. Negative is 18

24mm, with 20 and 36
exposure rolls yielding 37
and 64 negatives, respecti:

vely.




A precision optical instrument capable of
bringing you some of the finest photographs
you have taken. Please read the following
pages carefully. Follow the easy, step-by-

siep recommendations.

(1) Accessory Shoe

() Viewfinder

(@) MX Synchro-Szlector

() Film Exposure Counler

(@ Light Value Scale

(i) Shutter Release

(7) Film Advonce Lever Strop
(8) Photo Cell

() Exposure Reading Window
@ Flosh Synchro-Terminal

(D Shutter Speed Control Knob
19 Self-Timer Knob

(i Focusing Ring

@ Dl&f..ll:,_; Scole
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The bright frame of the RAFIDE's viewfinder

incorporates an auxiliary frame for use when
taking a picture at the 'Close-up' position.

The solid frame be used for distances bet-

ween 'P' and infinity. Use the short corner

lines to outline the scene for the ‘C' (0.8 m),
1 and 1.5m distances. The 'P’' corresponds

to 2m.

The Yashica Raplide, 1 built-in light meter,
measures intensity of the available light and
helps you determine the proper exposure
easily and accurately. The built-in exposure
setting system of your Rapide consists of the

following elements :

a. Photo Cell

b. Exposure Reaidng Window

Exposul Val Scal

(g
.
[ §

d., Exposure Indicator Needle
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The self-timer, for taking self-portraits or
including yourself in group, will give you 8

seconds delay before the shutter is tripped.

Caution: Be sure to cock the shutter BEFORE
setting the self-timer. DO NOT
operate the self-timer lever without
first setting the Flash Synchro-

Selector to ‘X',

TAKING FLASH PICTURES
Your Yashica RAPIDE offers M-X synchronization

lactor Position M X X

Bulb used Medium Peak Short Peak Medium Peak
N - 1/30 or slower (when|
Shutier Speed Any Speed 1/60 or slower using self-timer)

Do not use Short Peak bulb with “M'  synchronization.

Move the selector X position when using Electronic Flash.

Your camera dealer will be glad to supply the proper flash
attachment for your camera.

Synchronization for flash is built-in. A standard FC connector
plugs into the flash terminal. The flash unit slips into the
Accessory Shoe or attaches to the camera with a bracket that
screws into the tripod socket.
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Printed in Jopan ]
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Lens: YASHINON f2.8 28mm
Shutter: Copal SV B,1-1/500sec.
Built-in Exposure Meter v

Unique *Rapide-Slide’ Film Ad
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